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1. FOR VALVE RISER REFER TO NMWD STD.2 FOR VALVE RISER REFER TO NMWD STD.2 2. FOR CONCRETE THRUST BLOCKING REFER TO NMWD STD.3 FOR CONCRETE THRUST BLOCKING REFER TO NMWD STD.3 3. BEFORE BACKFILLING, WRAP FLANGES AND BOLT RINGS WITH 10 MIL TAPE. BEFORE BACKFILLING, WRAP FLANGES AND BOLT RINGS WITH 10 MIL TAPE. 4. PRIME AND COAL TAR WRAP EXPOSED STEEL PIPE. PRIME AND COAL TAR WRAP EXPOSED STEEL PIPE. 5. ALONG STREETS WITH NO CURB OR SIDEWALK FIRE HYDRANT SHALL BE ALONG STREETS WITH NO CURB OR SIDEWALK FIRE HYDRANT SHALL BE INSTALLED 2'-6" AWAY FROM EDGE OF PAVEMENT.  FOR FIRE HYDRANT MATERIALS REFER TO NMWD SPECIFICATION P-3. 6. INSTALL FIRE HYDRANT SO THAT LARGEST OUTLET FACES STREET.INSTALL FIRE HYDRANT SO THAT LARGEST OUTLET FACES STREET.
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